
 

MTC                     Multilayer Ferrite Chip Bead  

 

Impedance Range： 7 to 2200 Ohms @ 100MHz  

Operating Temperature Range ： -55℃ to +125℃  

Soldering Method ：Reflow or Wave Soldering  

Packaging Method ： Tape & Reel (per EIA Specifications)  

Storage Temperature ： -40℃ to +85℃，70% RH Max  

 

 

 
The monolithic construction performs high reliability and ensures a closed magnetic flux in a component avoids magnetic leakage and 
interference, thus allows for higher mounting density. MCB series chip beads provide deductively filtering capability over a wide range 
of frequency.  

 
Application Field  

Filtering between analog and digital circuitry, clock generation circuitry, I/O interconnects, isolation between RF noisy circuits and 
logic devices susceptible to functional degradation, power supply filtering to prevent conducted RF energy from corrupting the power 
generation circuitry, high frequency EMI prevention of computers, printers, VCRs, TVs and portable telephones.  

Part Number Code  

 
1. Series Name   

2. Size Code 尺寸代碼 the first two digitals : length(mm), the last two digitals : width(mm) 

3. Product Characteristics : S = For Standard Application： 

4. S = impedance (Ω) + 25% (ex：600=60Ω ；601=600Ω)  

5. Fixed Decimal Point  

 

6. Rated Current Code  A=50mA B=80mA C=100mA D=150mA E=200mA   

F=300mA  G=400mA H=500mA I =600mA J =700mA  K=800mA 

 

7.  Soldering  A=Lead free 
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Shape and Dimensions  

Specifications                                            

 

 

 

 

Part No.  
Impedance 

(Ω) +/- 
25%  

Test 
Freq. 
(MHz)  

DCR 
Max. 
直流
電阻
最大
值(Ω)  

Standard 
Rated 

Current 
標準額定

電流
(mA)  

MCB1005S200F_  20  100  0.20  300  

MCB1005S300F_  30  100  0.25  300  

MCB1005S400F_  40  100  0.30  300  

MCB1005S600F_  60  100  0.35  300  

MCB1005S700F_  70  100  0.35  300  

MCB1005S121F_  120  100  0.40  300  

MCB1005S241E_  240  100  0.70  200  

MCB1005S301E_  300  100  0.80  200  

MCB1005S601E_  600  100  1.00  200  

MCB1005S102C_  1000  100  1.50  100  

Part No.  
Impedance 

(Ω) +/- 
25%  

Test 
Freq. 
(MHz)  

DCR 
Max. 

直流電
阻最大
值(Ω)  

Standard 
Rated 

Current 
標準額定

電流
(mA)  

MCB2012S181H_  180  100  0.20  500  

MCB2012S221H_  220  100  0.20  500  

MCB2012S301H_  300  100  0.20  500  

MCB2012S401H_  400  100  0.30  500  

MCB2012S601H_  600  100  0.30  500  

MCB2012S701F_  700  100  0.35  300  

MCB2012S102F_  1000  100  0.35  300  

MCB2012S152E_  1500  100  0.40  200  

MCB2012S202E_  2000  100  0.50  200  

MCB2012S222E_  2200  100  0.50  200  

MCB1608S100I_  10  100  0.05  600  

MCB1608S220I_  22  100  0.05  600  

MCB1608S300I_  30  100  0.08  600  

MCB1608S400I_  40  100  0.10  600  

MCB1608S600I_  60  100  0.10  600  

MCB1608S680I_  68  100  0.10  600  

MCB1608S700I_  70  100  0.10  600  

MCB1608S800G_  80  100  0.10  400  

MCB1608S101G_  100  100  0.15  400  

MCB1608S121G_  120  100  0.15  400  

MCB1608S181F_  180  100  0.30  300  

MCB1608S221F_  220  100  0.30  300  

MCB1608S301F_  300  100  0.35  300  

MCB1608S451F_  450  100  0.40  300  

MCB1608S471E_  470  100  0.40  200  

MCB1608S601E_  600  100  0.45  200  

MCB1608S751C_  750  100  0.60  100  

MCB1608S102C_  1000  100  0.60  100  

MCB3216S190I_  19  100  0.05  600  

MCB3216S260I_  26  100  0.05  600  

MCB3216S310I_  31  100  0.05  600  

MCB3216S500I_  50  100  0.08  600  

MCB3216S700I_  70  100  0.10  600  

MCB3216S900H_  90  100  0.15  500  

MCB3216S121H_  120  100  0.15  500  

MCB3216S151H_  150  100  0.15  500  

MCB3216S201H_  200  100  0.20  500  

MCB3216S221H_  220  100  0.20  500  

MCB3216S301H_  300  100  0.20  500  

MCB3216S601H_  600  100  0.30  500  

MCB3216S801E_  800  100  0.30  200  

MCB3216S102E_  1000 100  0.40  200  

MCB3216S122E_  1200 100  0.40  200  

MCB3216S152E_  1500  50  0.50  200  

MCB3216S202E_  2000  30  0.50  200  
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MCB2012S070I_  7  100  0.05  600  

MCB2012S110I_     11  100  0.05  600  

MCB2012S170I_  17  100  0.05  600  

MCB2012S260I_  26  100  0.05  600  

MCB2012S320I_  32  100  0.05  600  

MCB2012S400I_  40  100  0.05  600  

MCB2012S600I_  60  100  0.15  600  

MCB2012S800I_  80  100  0.15  600  

MCB2012S900I_  90  100  0.15  600  

MCB2012S121H_  120  100  0.15  500  

MCB2012S151H_  150  100  0.15  500  

MCB4516S680H_  68  100  0.10  500  

MCB4516S800G_  80  100  0.10  400  

MCB4516S101F_  100 100  0.20  300  

MCB4516S151E_  150 100  0.30  200  

MCB3225S301G_  31  100  0.30  400  

MCB3225S600G_  60  100  0.30  400  

MCB3225S900G_  90  100  0.30  400  

MCB4532S700E_  70  100  0.40  200  

MCB4532S800E_  80  100  0.40  200  

MCB4532S121E_  120  100  0.40  200  






